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KNOSSOS
LED Streetlight Headpiece 3x2

LEDs: 168Watt, Power supply: 30Watt, Total: 196Watt

12600 Lumens

High Power LEDs (Upgradable to CREE XRE LEDs)

80 Lux at 6m; 45 Lux at 8m; 28 Lux at 10m; 20 Lux at 12m

Horizontal axis: 130°, Vertical axis: 45°

Cool white (5000~7000K) Neutral white (3000-4000K)

50,000 hours

Universal: 85~264VAC (47~63Hz)

168 LEDs (28 LEDs per unit)

Aluminum Alloy, PC

-30°C ~ 50°C

Power Consumption
Brightness

LED Chip

Beam Angle

Color Temperature

Life Span

Voltage

Number of LEDs

Housing

Operating Temperature

80 lm/WLuminous E�cacy (lm/W)

Height=6m: 20m x 8m
Height=8m: 26m x 10m
Height=10m: 33m x 13m
Height=12m: 40m x 16m

Light Projecting Distance

High Voltage: 180~320VAC

IP65Protection Rating

13kg (28.7lb.)Weight

L: 890mm x W: 315mm x H: 90mmDimensions (Metric Units)

SKU:

LW60-4000-C168-S4G-W5K - Cool White (SSC LEDs)
LW60-4000-C168-S4G-W4K - Neutral White (SSC LEDs)
LW60-4000-C168-C4G-W5K - Cool White (CREE XRE LEDs)
LW60-4000-C168-C4G-W4K - Neutral White (CREE XRE LEDs)

 Diagram

Available with photo sensor Unit

Certi�cates: CE, RoHS, UL pending
Revolutionary Photometric Design: The world's �rst dedicated optical system (rectangular beam focusing lens). Reasonable control of the light distribution, 
spot rectangular bean pattern, and ensure an ideal uniformity of brightness on the road surface.
Intelligent Current Control: Intelligent current control, whatever any deviant situation, it is able to achieve the precision constant current, ensure the LED 
can work under the secure current
No Adverse Glare: Eliminate the glare caused by the adverse ordinary lights glare and visual fatigue sight interference, improve driving safety, reduce the 
incidence of tra�c accidents.
No Light Pollution: Light Distribution designed for road lighting, in addition to illuminate the path and will not illuminate the road outside the region.
No High-temperature, No Aging Yellow Lampshade: Eliminate baking the traditional lampshade which cause aging yellow, shortened life expectancy and 
decrease the brightness
No Strobe: Eliminate the visual fatigue which caused by the strobe lights of the traditional street lamps
No Ultraviolet (UV) or Infrared (IR) Radiation
High Color Index, Nice Coloration
Tremendous Energy Saving: Used the ultra high power, high brightness LED light source, together with the high power e�ciency power supply, which can save 
energy 50%-80% than the conventional sodium and mercury lamps
Long Life, Up To 50000 Hours: (Working for 10 hours a day, can be used for more than 13 years), is 5-10 times working life than a traditional sodium or mercury 
lamp
Green and Environmental Protection: no lead, no mercury, no environmental pollution
Work Under Low-voltage and Low-Heat, Safe & Reliable: LED junction temperature can be controlLED under an ideal temperature 
(TJ<70°C Ta=25°C ambient temperature)
Perfect Combination With Solar Energy: Fully exert the advantage of the LED work under low voltage and environmental work, according to the local solar 
energy resources, electricity and solar power can also be combined. To achieve the best cost performance and high reliability customers.


