
  
  
  

LED*Waves         1 Bond St           New York, NY 10012          800.986.0169          www.ledwaves.com

KNOSSOS
LED Utility Tunnel Light

LEDs: 56Watt, Power supply: 10Watt, Total: 66Watt

4200 Lumens

High Power LEDs (Cree or SSC LEDs)

80 Lux at 4m; 38 Lux at 5m; 26 Lux at 6m; 20 Lux at 7m; 15 Lux at 8m

Horizontal axis: 120°, Vertical axis: 60°

Cool white (5000~7000K) Neutral white (3000-4000K)

50,000 hours

56 LEDs

-30°C ~ 50°C

Power Consumption
Brightness

LED Chip

Beam Angle

Color Temperature

Life Span

Voltage

Number of LEDs

Operating Temperature

80 lm/WLuminous E�cacy (lm/W)

Height=4m: 13m x 5m
Height=5m: 16m x 6m
Height=6m: 20m x 8m
Height=7m: 23m x 9m
Height=8m: 26m x 10m

Light Projecting Distance

IP65Protection Rating

4.8kgWeight

L:325 x W:210 x H:100mmDimensions (Metric Units)

SKU:

LW30-6000-B56-G4-W5K - Cool White (SSC LEDs)
LW30-6000-B56-G4-W3K - Neutral White (SSC LEDs)
LW30-6000-B56-G4C-W5K - Cool White (CREE XRE LEDs)
LW30-6000-B56-G4C-W3K - Neutral White (CREE XRE LEDs)

High brightness: up to 8400 lumen, 8 times more than the traditional street lamps

Power factor: >90%

Protects LED e�ciently

Creative design of the radiator and lamp holder integration

Low power consumption

Robust design: shock and vibration-resistant

Beam pattern: rectangular beam focusing lens and reasonable control of the light distribution

Easy installation

With adjustable hoop, which can easy to install on any kind of lamp pole

RoHS, ISO9001, CE certi�ed.

Universal: 85~264VAC (47~63Hz)
High Voltage: 180~320VAC


