
MADISON

High Power LEDs

525 lumens

120°

Warm White (3000K) Neutral White (4000K) 
Cool White (5000K)

50,000 hours

12 Watts

12 LEDs

Light bar: L: 570mm x W: 20mm x H: 2mm

LED Chip

Brightness

Beam Angle

Light Color

Life Span

Power Consumption

Number of LEDs

Dimensions (Metric Units): 

The light bar is made of aluminum, ensures 
good heat dissipation form LEDs

Comes with a constant current LED Driver. 
(Dimensions: L: 5 1/2" x W: 1" x D: 7/8")

Illuminate high ceilings from narrow hidden coves

Replace high heat lighting in display cases

Inconspicuously create bright retail spaces

Designed for indoor use. 

Operating Temperature -25°C - 60°C

Current 350mA

 Diagram

Accessories:

Light bar: L: 22in x W: 3/4 in x H: 1/3 inDimensions (English Units):

Constant Current Driver (Included)

Voltage: LED Driver 100 - 240 VAC
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43mm 44mm

20mm

8mm
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LW20-1200-A12-G4G-W3K      LED Aluminum Light Bar

The LED High Power Aluminum Light Bar is our brightest indoor light bar.
Featuring 12 High-Power LEDs and producing 525 lumens, each bar 
provides about three feet of visible light.


