Featuring 4 LEDs per light unit, it is your ideal candidate in the race to establish
sign-lighting superiority. As with the LED Back Light, this version of the
LED Back Light is rated IP67. And of course, they use 1/10th of the energy of

2x2 Waterproof LED Signage Light (10 unit) traditional lighting fixtures and last 10 times as long. How can you go wrong?

e  Water proof: Rated IP67

® Verylow power consumption: 0.5 Watt per light fixtures

e Wide beam angle, great for signage back light
e  Easy to use & mount: just connect to 12 Volt DC
power adapter (Sold separately)
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LED Chip Superflux LEDs
Brightness 14 lumen per unit
Light Color Warm White
Accessories: Life Span 50,000 hours
~ Remote Power Supply (12V DC) Power Consumption 0.5 Watt per unit
Voltage 12 Volt DC
Protection Rating IP67 (waterproof)
Number of LEDs 4 LEDs per light fixtures
Dimensions LED unit: L: 1.42in x W: 1.22in x H: 0.35in
Length: 3.3 feet
Operating Temperature -25°C ~ +60°C
SKU:
L (Sold Separately) LW20-5150-A1-E2F - Warm White
P Y LW20-1100-A-DC1318
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LED*Waves 1 Bond St New York, NY 10012 800.986.0169 www.ledwaves.com




