
STEINWAY

7 Watt

Multi-chip High-Power LED (1 chip)

Warm White: 255 Lumen

60° 

MR-16 / GU5.3 bipin

Warm white (2850-3200K)

50,000 hours

LED driver: 100~240VAC

1 Chip

 LED Light Body Aluminum

-25°C ~ +45°C

Power Consumption

LED Chip

Lumen

Beam Angle
Bulb / Socket Type

Color Temperature

Life Span

Voltage

Number of LEDs

Housing

Operating Temperature

High-Power LED Recessed Light  LW50-4000-A7-E4E-W3K

LED: 700mA

So easy to install: a ring, LED light �xture and LED driver are all detachable.

Very small, low pro�le design; its height is less than 2 inches.

Incredibly bright, this High Power LED Recess Light is the perfect way to
modernize your home or business by saving loads of money on your energy
 and maintenance costs.

Light direction can be adjusted.

  
  
  

Sku # Color Temp Beam Spread
Candela
 cd/klm

Illumination (Lux)/Spot Diameter
50cm 100cm 150cm 200cm 250cm 300cm
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LW50-4000-A7-E4E-W3K             Warm White                  Flood(60°)                 255lm 845LUX/ø50cm      215LUX/ø100cm        95LUX/ø150cm         53LUX/ø200cm             33LUX           25LUX

 Connnects to
120/240VAC

LED Driver

LED Recessed Light
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Steinway High-Power LED Recessed Light (complete with parts)


